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KS-6000 Series Specifications P

Specification KS-6315Z | KS-6315i | KS-6215Z I KS-6215Z- Plus | KS-6115Z | KS-6115Z-CE

Intel Celer 1.0 GHz
Processor (upgradeable to Celeron M 1.5GHz VIAC7 1.5GHz AMD LX-700
1MB cache

Memo Standard 256MB (expandable to 1GB) , Standard 512MB (expandable to 1GB) , Standard 256MB (expandable to 1GB)
y DDR SDRAM SO-DIMMx1 DDR2 400/533 SODIMMx1 DDR SDRAM SO-DIMMx1
\VGA Memo Default 8 MB, expandable to 32 MB Default 16 MB, expandable to 64 MB Default 8 MB, expandable to 254 MB shared
ry shared memory from system memoi shared memory from system memol memory from system memo|

Power Supply +12 VDC power adaptor, 80 W +12 VDC power adaptor, 42 W
Housing Aluminum die casting Plastic & steel

Front bezel UV coating Textured

Base Stand Slim base

Speaker Built-in

Display

15” LCD, 200 nits, 1024X768

From 15° to 70°

Expansion

Desktop or wall mount

Connectivity

2 Watts audio amplifier with internal speaker Mic. in/line out ports in SD-400 option
1 x, SPP/EPP/ECP

) ) 4x 10 pin RJ45, 2 xDBO, with + 5/
Serial Port 2x 10 pin RJ45, eggh a‘l"é'itlgy"w POWer SUPPIY | oach with +5V power | +12V powersupply |2 x DB, each with +5V power supply capability
P supply capabil capabil
USB Port 4 x, USB 2.0 + 1 proprietary port for SD-400

Physical Dimensions

LCD@15°

LCD@15°:378x304x364mm(12.5"x12.0"x14.3") : : LCD@15°:378x290x354mm(12.5"x11.4"x13.9")
LCD@70°:378x304x274mm(12.5"x12.0"x10.8”) @70°: LCD@72.5°:378x302x258mm(12.5"x11.9"x10.2")

x11.7"x11.1”
Weight (N. W.) 9.3kg(20.5 Ibs) 9.1kg(20.1 Ibs) 8.0kg(17.6 Ibs)
Environment
Operation Condition 0°C~+35°C (32°F~+95°F), 20%RH~80%RH, non-condensing max. wet bulb 26°C (78.8°F)

i -20°C~+60°C (-4°F~+140°F) wi UPS battery, -20°C~+40°C (-4°F~+104°F) with UPS battery, 10%RH~80%RH,
Storage Condition non-condensing max. wet bulb 28.9°C (84.0°F

Options

2nd HDD IDE 2.5” HDD 40GB in main unit 2.5” SATAHDD in base
: 127 LM-6101; 15
2 LD Dy it i on

mm 2 x 20 VFD display, 5X7 dot matrix, RS232 interface
Customer Pole Display PD-2602: 9 mm 2 x 20 VFD display, 5X7 dot matrix, default RS232 interface, optional USB interface
PD-306U: 2 x 20 LCD display, USB interface

Information and specifications in catalogue are subject to change without notice.
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Fan-Free Terminal
KS-6100 / 6200 / 6300 Series







